KGP Series Extension Type
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B KGP is pull type gas spring. It is widely used for the open/close cover of machine, and the open/
close cover of tank container which is horizontally moving. And it is used on semiconductor
equipments.

B Temperature ranges : Standard (-10~80°C), Special (-30~100°C)

® Order made is possible according to size, stroke, force, material(stainless steel), etc.

Application

" Mechanical Machine Cover, Auxiliary Power Unit, Manhole Cover, Machinery, Medical Device, etc.

// KGP Series Ordering Information

KGP 30 - 100 - HH - 100N - 268

Installation distance

Nominal Force

Gas Spring

Body Mount Type

Rod Mount Type

Stroke

Body Dia

Series




KGP Series Extension Type

// KGP22, 30, 35, 40, 50, 75 Series
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_ A-A Installation distance(exclude S Type) = (Stroke + D)x2+ A+5

«w Dimensions (unit : mm)

Max DN oc | Mount N F G H Thread | Max Force(N)
Stroke Type
S . - .

10 - M8X1.25
KGP22 300 80 10 22 R 2 18 14 - - M10X1.5  Below 200
H 19 @2 @ - 10 101 -
s 18 - - - -
M10X1.5
KGP30 350 90 12 30 R 43 17 25 - - Below 900
H 35 @30 - 20 15 -
s 2 - - - -
M12X1.75
KGP35 400 125 14 35 R 50 19 30 - - Below 1,200
H 35 @30 - 20 15 -
S 25 - - - -
M14X2
KGP40 500 130 16 40 R 57 215 425 - - Below 1,500
H 40 @35 - 28 16 -
s 35 - - - -
M20X1.5
KGP50 700 130 25 50 R 78 27 43 - - Below 2,000
H 50 @50 - 34 20 -
s 41 - - - -
M24X2.0
KGP75 1,000 130 25 75 R 94 30 51 : : Below 3,000
H 70 @60 - 40 30 -




