KHC Series Hydro Check

® Hydro Check Series enables precise speed and location control for the moving loads with
various strokes

®m Hydro Check Series is easy to be installed and controlled, and extend life span because precise
transfer is possible by specific control of adjustment knob(to 300°). It is used for auto feed
drilling, grinder, cutting, etc

B Piston Rod is made of corrosion proof material and plated body protect damage by working
environment

B Easy installment is possible by the accessories of snap ring and mounting block, and location
movement and fixation is convenient

® Qil inside of hydro check is self-filtered, so constant speed control is possible and convenient in
any working circumstance

m Temperature ranges : Standard (-10~80°C), Special (-30~100°C)
® Applied fluid : Oil

Application

V Places where speed control is needed, like drilling, cutting, safety equipment, boring machine, etc

// KHC Series Ordering Information

KHC 24 - 15- S - SO

SO : Customer Product

S : Step Check unit

Stroke

Body Dia

Series




// KHC24 Series

w Engineering Data & Dimensions

Stroke Dimensionds(mm) Max Speed Adjustment Range
(mm) Load Angle o Weight
St A B C From Axis | Load Limits Feed Rate (g)
(N) Limits(mm/s)
KHC24 - 15 15 157.5 21 1.2° 385
-30 30 202.5 19 1° 450
-60 60 312.5 16 26 0.5° 100~2,500 0.2~30 635
-90 90 382.5 16 0.3° 745
-120 120 472.5 16 0.2° 885
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KHC Series Hydro Check

// KHC31,38 Series

w Engineering Data & Dimensions

Dimensionds(mm) Speed Adjustment Range
LN Wel ht
Load Angle g

From Axis Load L|m|ts Feed Rate

Limits(mm/s)
KHC31-40 40 270 230 1° 1,040
-60 60 340 279 31 12 0.5° 450 0.2-30 1,245

’ -3,500 ' ’
-100 100 476 375 0.3° 1,655
KHC38-60 60 321 261 0.5° 2,490
1,500
38 14 5 000 0.3-30
-100 100 454 354 0.3° ’ 3,310
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//Step Check Unit Series

Step Check Unit Series has same speed control function with Hydro Check but it has different
function of middle stop as required. It is used in long drilling work, precision work, chips discharge
work during operation. Customized order for special requirement is possible.

w Engineering Data & Dimensions

Stroke A B c @D 143 aF Return Weight
(mm) St (mm) (mm) (mm) (mm) (mm) (mm) Type (g)
500

KHC24-30S 30 224.5
-60S 60 332.5 Air 685
22 35 8 23.8 32 Ret
-90S ) 404.5 eturn 795
-120S 120 494.5 935
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// Hydro Check Installation
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Stopper

Mount Block installation can be applied to high driving force and Snap Ring prevent products
moving

O/ Cautions

1.Don’t lock by bolt and don't have machining hydro check’s body(contact us if it is needed).

2.Refer to catalog for the installment angle of hydro check. If instalment location is not proper,
uneven wear can be occurred and may cause shorten life span and damage on the products.




